
9sources of
water
damage
in your home

And your plan for prevention

       Plumbing 

likely to have a plumbing supply or 
drainage problem.  

Inspect pipes annually for conden-

-

 

       Roof 

Roofs are the most frequent source 
 

regions prone to freezing and 
strong wind and hail.

Schedule a professional roof 
 Request a 

-

drainage system.  

Make repairs if 1) there are 

the chimneys and vents and 3) if 
pooling water is present.

an impact resistant roof that has 

standard.

        Sump pump 
Sump pumps can fail because of 

 

Inspe   Open the 
lid and remove any debris blocking 
the water inlet screen.  Pour 5 gal-
lons of water into the pump. As the 

the outlet pipe.  Inspect the out-
side outlet pipe to ensure water is 

 Install 
-

      

 
      Water heaters 

75% of water heaters fail before 

a water heater will leak or burst in-

 

Schedule a professional plumbing 
of the anode rod annu-

ally once the warranty has expired.  

and leave the tank vulnerable to 
damage.  

Remove sediment 
tank every 6 months.  Sediment 
will build up faster in areas with 
hard water.  

      Shower 

Over half of shower stall damage 
involves a faulty shower pan.

 
-

er stall with 1 inch of water and 

plumbing professional.  

Inspect your shower every 6 

lines.  Repair as needed.  

      Toilet 

reaches the proper level.  Replace 

when the toilet is not in use.  

Inspect the supply line every 6 

to the valve is secure.  Operate the 
valve to make sure the water sup-

      Sink 

Nearly half of all water damage 
caused by sinks is due to a faulty 
plumbing line and costs approxi-

Y

Inspect sink plumbing every 6 
months

secure and there is no corrosion or 

  Inspect the valve every 
6 months to make sure the water 

      Washing machine 

Half of all washing machine water 
damage incidents are caused from 
a burst water supply line.  Repair 

Inspect water supply line hoses  
every 6 months to ensure the 

using pliers.  Leave a 3-4 inch gap 
between the washing machine 

commonly found near the hose 

years and consider braided  
stainless steel hoses. 

      

       Icemaker 

73% of losses involving icemakers 
were caused by a supply line hose 
failure.  

Make sure the icemaker supply 
  

Leave a 3-4 inch gap between the 
refrigerator and wall to prevent the 
hose from crimping.  Inspect hose 
every 6 months.  
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This brochure is not an insurance policy.  It 
-

sider to help protect you and your property.  

damage is most likely to occur.   Stop the damage before 
it begins.  By following Gulfstream’s regular maintenance 

damage to your home.  

www.Gulfstream-Ins.com

Never run the washing  


